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DELTA
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The Icon scanner from DELTA is part of our series of compact scanners. It is specific 
for identity documents (Passports, electronic Passports, identity cards, residence 
permits, visas, drivers licenses…) from around 192 countries. It includes our OCR 
for the data extraction. The printed data is extracted from the full data page, MRZ, 
VIZ and barcodes 1D and 2D.

The reading is done in less tan 3 seconds. Without movable pieces for a long 
durability of the scanner. Without any doubts it is the strongest scanner of the 
market. It is connected by USB, it does not need any external power socket, witch 
simplifies the installation.

Specially indicated for fast Check-in at hotels, security controls, accreditation points, 
loyalty processes, notary’s office management, human resources processes and 
commercialization at banking, telephone companies, insurances, renting...

Compact. 
Fast. 

Reliable.

- Compact desk format, full page capture of documents.
- High resolution up to 400 PPP with an excellent image quality and capture    	
with anti-reflective system.
- Capture with white light and infrared for an optimal reliability of the OCR
- Option of automatic detection of the document.

- Reading identity documents from ICAO and non-ICAO.
- Fast and direct placement of the document.
- Its open design allows the placement of the document by the user, avoiding 
the physical contact.
- Unique and automated method of data entry for a strong Database.

MAIN FEATURES MAIN BENEFITS
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PHYSICAL FEATURES AND OTHER DATA

IMAGE

Dimensions

Acquisition area

Weight

Lighting

Storage temperature

Colour depth

Humidity conditions

Provided images

Power source

Image format

Current supply

Image detection

Reliability
Cable length

Status control

Detector

Certifications

Maintenance

Warrantly

Functioning temperature

Image resolution

79 mm x 149 mm x 147 mm

94 mm (3.70 inches) x 130 mm (5.12 inches) (A6)

Aprox. 650g (1.45lb)

Visible, IR (VIS = 6000 K, IR = 850 nm)

0 °C to +40 °C

From 50 to 400 DPI. OCR normally 200 DPI

-10°C to +60°C

24 bit/pixel (RGB), 8 bits/pixel (grayscale), 1 bit/pixel (monochrome)

20 % to 95 % (R.H. without condensation)

Visible, images without reflection

5 V DC +/- 5 % (USB connection)

BMP, JPG y PNG

0.5A by USB

Automatic cutting and inclination 

MTBF = 180.000 hours (Functioning mode 24/7)

1.8 m (1,97yd)
Programmable buzzer and multicolour LED

Placement and extraction detector

CE, FCC, CB, RoHS, WEEE

Without movable pieces. Functioning without 
12 months, expandable

System requirements:
Intel Core i3 or similar - 7th Generation (2.017) - 2 Gb of disk space. USB 2.0 port available. Operating system: Windows 10 - 6 GB RAM memory.
Windows 11 - 8 GB RAM. No support for Windows Server or Windows 7. Commercial Antivirus or Microsoft Security Essentials recommended.
(It may be necessary to disable for installation and/or create rules for Software exclusion). Installation will be performed remotely with remote control tools (AnyDesk
remote control tools (AnyDesk, TeamViewer or similar). Administrative permissions are required for installation. In case you do not meet the specified requirements
If the specified requirements are not met, the installation and configuration of the Software will most likely not be possible.
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READING CAPACITY

PROGRAMMING AND INTERFACE

Reflection Removal (RR)

Supported Operational Systems

Reading ICAO-MRZ

Software Development Kit (SDK)

PC connection
Additional Authentication Options

Status Indicators

Internal Memory

Reading VIZ (rest of visible fields)

Programming languages

Yes

Windows 10, 11 (32/64 Bit, WHQL certified)

ICAO Documents compatibles specification ICAO 9303 (192 countries) 
Part 1, Part 1v2, Part 2, Part 3 and Part 3v2, for MRZ by OCR type ID-1, 
ID-2 and ID-3

Complete SDK includes examples and demo. Integration through 
ActiveX, Object .Com, .dll, XML or Web Service. Without integration 
through DLTID-KeyStroker

C/C++, C#, Visual Basic, Delphi, VB.NET, Java, Web Technologies 
through DLTID Web Serv-er (return from HTML / XML / JSON)

Yes

VIZ y documentos sin ICAO

USB 2.0 o superior

1 LEDS de Estatus Multicolor Encendido + Zumbador

Almacena Calibración y configuración de Fábrica

System requirements:
Intel Core i3 or similar - 7th Generation (2.017) - 2 Gb of disk space. USB 2.0 port available. Operating system: Windows 10 - 6 GB RAM memory.
Windows 11 - 8 GB RAM. No support for Windows Server or Windows 7. Commercial Antivirus or Microsoft Security Essentials recommended.
(It may be necessary to disable for installation and/or create rules for Software exclusion). Installation will be performed remotely with remote control tools (AnyDesk
remote control tools (AnyDesk, TeamViewer or similar). Administrative permissions are required for installation. In case you do not meet the specified requirements
If the specified requirements are not met, the installation and configuration of the Software will most likely not be possible.
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Calle Muntaner, 200
08029|Barcelona

Calle Pensamiento, 27
28020|Madrid

Teléfono
(34) 932 151 036

Teléfono
(34) 910 888 125

Correo electrónico
info@deltainformatica.es

Correo electrónico
comercial@deltainformatica.es

www.deltainformatica.es

OFICINA BARCELONA OFICINA MADRID


